
APPROVED SHEATHING

CEMENT BOARD SHEATHING

DECOPLAST WATER-RESISTIVE & 
AIR BARRIER COATING

DECOPLAST REINFORCING MESH EMBEDDED 
IN DECOPLAST BASE COAT OVERLAPPING 

THE DECOPLAST REINFORCING DETAIL MESH

DECOPLAST REINFORCING MESH 
EMBEDDED IN DECOPLAST BASE 

COAT OVERLAPPING SHEATHING A 
MIN. OF 2 12" (63 MM)

12
6

DECOPLAST TEXTURED FINISH

EXPANDED POLYSTYRENE BAND

DECOPLAST MESH BACKWRAP

DRIP STOP

CLOSED CELL BACKER ROD AND 
ELASTOMERIC SEALANT -W- WEEPS 

SPACED 16" OC (BY OTHERS)

WINDOW FRAME

NOTE:

1.  Details the same for either Steel or Wood Stud Framing
2.  DECOPLAST Primer (Optional)
3.  Depending on design requirements, WeatherTrek® (OR EQUAL) may be used.

DECOPLAST CEMENT BOARD STUCCO - 6/1/2016

DCBS W1.02 CEMENT BOARD STUCCO - DECORATIVE BAND AT WINDOW HEAD

CEMENT BOARD STUCCO

Disclaimer: The design, specifications, and construction shall comply with all local building codes and standards.  Decoplast 
installation guidelines are for general information and guidance only and Decoplast specifically disclaims any liability for the 
use of this design, and for design, engineering, or workmanship of any project. The assembly shall be designed to prevent 
condensation within the assembly. The designer and the user shall provide final drawings and specifications. Products shown 
other than those manufactured by Decoplast are shown for clarity of the Decoplast product only. Contact the manufacturer 
of such other products for installation instructions.


